PRODUCT INFO

%4 MENNEKES

MY POWER CONNECTION

AMAXX® combination unit

Part no. 940016

Technical specifications

highly resistant to chemicals

highly heat resistant contact carrier and nickel plated contacts
pre-wired for installation

enclosure front cover grey RAL 7000

hinged to the side

fusing behind a transparent cover

CEE32 A, 5p, 400V 1
CEE16 A,5p, 400V 1
SCHUKO® 2
Fusing . 1RCD 63 A,4p,003A
. 1TMCB32A,3p,C
. 1TMCB16 A,3p,C
. 2MCBs16 A,1p,C
Pre-fuse max. 100 A
InA 448 A
RDF 0.7
Connection / feeder cable . for 2 cables up to 5 x 25 mm?
Protection type P67
Shutter false
Enclosure material Plastic, high resistance to chemicals / AMELAN
Weight 7500 g
Height 520 mm
Width 225 mm
Drawing

Drawing 1 MB 523

= Depth dimensions at various fittings.
E Receptacles Degrees Depth
SCHUKO® 16A, 230 V IP 44 186 mm
IP 67 208 mm
CEE 16A, 3p, 230V IP 44 216 mm
§ § IP 67 220 mm
CEE 16A, 5p, 400V IP 44 222 mm
IP 67 226 mm
CEE 32A, 5p, 400V IP 44 231 mm
IP 67 236 mm
CEE 63A, 5p, 400V IP 44 260 mm
T s IP67 260 mm

225

Cable entries: closed for cut out. 2 x M 40 each on top and bottom,
2 x M 20 each on top and bottom for cut out.
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https://www.mennekes.co.uk/knowledge/product-knowledge/materials/plastic-material-with-increased-resistance-to-chemicals/

